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COMPLETE DESCRIPTION OF SCENES. 

The ^itu'tion ith regard to this proposed site is that 
the Ministry of Works has made proposals that they should 
c«rry out t-st bores for coal. It has been left that nothing 
will be done without having Q conference of «11 concerned. 
There is no sign of ~uch a conference taking uLace. 

The T)roT)@Sed site is on a hillside within the Lvme H^ll 
estate,it is a bare bleak onen spaed devoid of any trees. 
The hall itself is surrounded by woods,there being a -olid 
belt of trees over i mile wide between the hall and the 
nearest -noint at which workings might take place. It is only 
possible to see the hall -sticking out of the trees-from the 
highest mints of the proposed exc«v«tions. 
(-nersonally I fail to see what aH the fuss is about myself) 

First scenes show the To posed site looking uphill and away 
from the Hall. 
Several scenes across the site showing woods with hall in 
jbac|ground. (it is the barren sqc&ixax foreground only which might 

Ends with several phots of the riall itself. 

Cuttings from Manchester Guardi®n «tt«ched 
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site It Sentworth Hall,Wentworth Woodhouse,nr Rotherhajd&bcBfcEiel 
(Sheffield). It shows how close to the x±±sxHBZfix±kK 
house were the workings,which are now in nrocess of 
levellling and restoration. 

NOTE. The o"oen flat ground in the foreground of the 
las-t shots wAg EOT dug un° Requisitioned at first it was 
later handed back. Originally lawns and gardens,it has 
be~n cultivated for food "throughout the war. 

- ea ther very toor and mis"ty< 
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from hardy. open^casts IIINING story. 

MISCELLANEOUS DOPE RELATING TB THE CARRlNGTON COPPICE 
SHE(SLALLEY nr DERBY) OPERATED FOR TEE MINISTRY OF FUEL 
BY MESSRS JOHN LAlNG AND SONS LTD. 

The coal seams ( v=hich are all close together-start from 
the surface at one side of the site and sink to a depth 
of 180 feet from ground level at the opposite side of the 
s Ite 0 

COAL. Contract tons 540,000 tons 
Total to date 91,800 tons 
Contract has been producing coal for 12 weeks 

@ Highest meekly output 12,555 tons 
Average weekly output 7,350 tons 

® Highest da<ly output 3,573 tons 
Average daily output 1,375 tons 

@ Record outputs for North Midland ^rea. 

EXCAVATION Site is 700yds in length and 300 yds wide. 
(excavation meaning removal of OVERBURDEN to 

reach coal seams) 
period of excavation 18 weeks 
Quantity of excavation 750,000 cubic yards(approx) 
Total excavation(contract)4,750,000 c.yds 

(one cubic yarde equals - one ton.approx) 

Total number of men emplyed on both shifts together 180 
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Various particulars relating to this open caste site are attached 
sepgsateiy. 
The material is shot in correct sequence of operations. The 
biggest operation by far is that of removing the topsoil. The firs 
operation is carried, out by an "elevating grader type loader". This 
tractor towed machine scrapes off about two feet of earth as it 
moves along(earth may be loosened by other machines first). The 
soH is continuously elevated on a endless belt and dropped into 
lorries which run alongside, as soon as one lorry is filled 
another takes its place. The soil is taken away to a dump 
ready for replacement at the end of operations. This machine,of 
American origin,moves some 800 tons of topsoil per hour. 

When the limit of this type of machine is reached the second stage 
begins and"forward shovels" dig out the next section. The earth 
being removed by lorry to dumps. ^ 

,The third stage now carries on till the coal layer is reached. 
Huge British made dragline grabs scoop up some three tons at a 
time. This is dumped on one side. The operation is very similar 
to that of teenching a garden. ' A trehch is cut across the site 
and the coal removed,the earth from the top of the next "cut" is 
dumped by the dragline in this space,and so on cut by cut across 
the area of operations. 

The final stage is of cutting the coal. On this site are four 
^UR ^ seams^p to about' fgWEe feet thick and of top quality and separated 

~~by only a rrttle rock. "Forward shovels" again operate here 
and dig the coal out,loading staright into lorries, (during 
yesterdays record output these lorries,with loads of some 6|r tons 
each,were being filled at the overall rate of practically one 
per minute. 

(note on these site the actual coal getting seems almost an anti
climax, the majpr operation is that of removing the top layers 
and uncovering the coal. The scene is one of complete 
mechanisation,there only being a total of 180 men employed on 
day and night shifts together. A similar output from a mine would 
ne&d over 2.500 men) 
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ROLL ONEo Shows the Euclid Elevated loader in operation,it is 
loading into Euclid Bottom Dump Sinaakix each carrying 
a ten ton load, (operation One) 

ROLL TWO. Further views of this machine in operation. 
The trucks dumping the earth on the main dump. 

end of first operation. 
V 

Ransome and Rapier FACE 3HGEL or FORWARD SHOVEL 
cutting the next layer in cSbt-s of 2§- tons each 
and loading into truckse (Operation two) 

ROLL THREE.Odd shot of shovel turning and dumping load into 
waggon. 

(end of operation two) 
odd gv of site showing dragline. 
The Ransome and Rapier Walking Dragline in operation, 
Several shots showing the htige machine "walking" 
Various shots of the machine in operation and the 

3J6£ tons grab picking up its load and depositing it. 

ROLL FOUR. Fdtther shot or two of dragline0 
(end of operation Three) 

Topx shot of Ruston Bucyrus Forward shovels digging 
out the coal(Fourth operation) 
Runs out on various shots of these machihes cutting 
the actual coal and loading into lorries. Each lif£ is 
•| ton and each waggon takes about 6J- tons. 

NOTE. Apart from the Euclid Elevated Loader there are a number of 
each of the other types of machine on the location but they 
are spread out over an area and its not possible to get them 
seen working together. 
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